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Information

Correlation between Eco (old) and D-Line (new)

old new
Pump unit Pump unit* Additional module Filter unit
7631 -
7631-1 7911 7113
7641 7114
7641-1 7115
7632 -
7632-1 7912 7113 for supply pressure 1...4 bar:
7642 7114 Central filter unit with 1/2"-valve
7642-1 7115
7633 - (for tank supply via
7633-1 7913 7113 LUBING Tank Kit:
7643 7114 no main valve necessary)
7643-1 7115
- 7213-60 7113
- 7114
- 7115
7634 -
7634-1 7914 7113
7644-01 7114
7644-1-01 7115
- 2214-60 7113 for supply pressure 1...4 bar:
- 7114 Central filter unit with 3/4"-valve
- 7115
- - (for tank supply via
- LUBING Tank Kit:
7215 7113 S Ak
- 7114 no main valve necessary)
- 7115
- 7215-60 L2
- 7114
- 7115
VARIO
for supply pressure 1...4 bar:
7664 7217 -
Central filter unit with 1/2"-valve
(for tank supply via
7665 7218 ) LU.BING Tank Kit:
no main valve necessary)
HR
7670 7222 7113-1 for supply pressure 1...4 bar:
Central filter unit with 1/2"-valve
7671 7223 7113-1 .
stainless steel
_ 7227 _ (for tank supply via
LUBING Tank Kit:
7675 7228 - no main valve necessary)

* optional for vibration damped wall mounting of every D-Line-
pump unit the additional module Art. 7290 is available
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